In Hanford underground waste storage tanks, a typical waste configuration is settled beds of solid particles beneath liquid layers. The settled beds are typically also composed of layers, and these layers can have different physical and chemical properties. One postulated configuration within the settled bed is more-dense layer lying atop a less-dense layer. The different densities can be a result of different gas retention in the layers (Meacham and Kirch 2013) or different degrees of settling and compaction in the layers. This configuration can experience a Rayleigh-Taylor (RT) instability, in which the less-dense lower layer rises into the upper layer. Previous studies of gas retention and release have not considered potential buoyant motion within a settled bed of solids.
In Hanford underground waste storage tanks, a typical waste configuration is settled beds of solid particles beneath liquid layers. The settled beds are typically also composed of layers, and these layers can have different physical and chemical properties. One postulated configuration within the settled bed is more-dense layer lying atop a less-dense layer. The different densities can be a result of different gas retention in the layers (Meacham and Kirch 2013) or different degrees of settling and compaction in the layers. This configuration can experience a Rayleigh-Taylor (RT) instability, in which the less-dense lower layer rises into the upper layer. Previous studies of gas retention and release have not considered potential buoyant motion within a settled bed of solids.
The purpose of this report is to provide a review of the literature on RT instabilities with an emphasis on studies that are pertinent to RT instabilities between two solid materials of different bulk density that are formed from settled slurries. A preliminary evaluation of the potential for different gas retention in a sediment layer and gas release from the potential buoyant motion are also discussed, and the results of preliminary experiments that demonstrate RT instabilities due to gas retention are summarized.
Several studies provide useful theoretical and experimental results that can be used to estimate the difference in void fraction (or in bulk density) between two layers that will result in instability within tanks, as well as the effects of yield stress and tank diameter. For soft solids (such as waste slurries), experiments have only been conducted with a slurry layer above a gas layer; experiments with two solid layers will be needed to support the stability criterion developed from the literature data. Evaluations of configurations with more than two layers that have different bulk densities were not available in the literature; however, configurations with multiple-layer systems are expected to be more stable than two layers with the same total difference in bulk density.
Measurements of gas void fractions in slurries in Hanford double-shell waste tanks, when combined with density measurements of de-gassed samples, identified examples in which the gas void fraction increases with depth, and the bulk density (including gas) decreases with depth, showing that that there is a potential for buoyant motion within waste sediment layers arising from differences in bulk density.
Observations of bubble retention in experiments that had gas release pathways, which were generally filled with gas, did not show a noticeable difference in gas retention above and below the depth of an open gas channel. This suggests that gas retention may not necessarily increase below the maximum channel depth. Additional experiments would be required to confirm or refute this observation.
An increase in yield stress (i.e., a stronger material) would be expected to decrease the amount of gas release caused by buoyant motion within a sediment layer, as is the case for buoyant sediment motion into a supernatant liquid, and strong sediment layers may release little gas with buoyant motion, but there are no studies in the literature to support this expectation. This anticipated behavior could potentially be quantified with experiments and modeling.
Two scoping experiments were conducted with kaolin clay slurries. The first experiment used a kaolin slurry with a shear strength of about 15 Pa and the second experiment used a slurry with a shear strength of about 32 Pa. Each experiment had two horizontal kaolin layers; hydrogen peroxide was added to the lower layer to generate gas bubbles, and thus reduce the bulk density, over the one-day duration of
Introduction
When two materials of different density are separated at a plane interface, the interface can be unstable when the materials are accelerated in the direction towards the more-dense material. This situation is equivalent to when two materials of different density are under the influence of gravity and the less-dense material is below the more-dense material. This instability is commonly called a Rayleigh-Taylor (RT) instability (Chandrasekhar 1981) . The original theoretical study of the instability was conducted by Taylor (1950) , and a companion experimental study was reported by Lewis (1950) . Chandrasekhar (1981) notes that earlier work by Rayleigh (1883) on the equilibrium of a fluid of variable density under gravitational acceleration is fundamentally the same problem. Many theoretical and experimental studies have been conducted to quantify the behavior of RT instabilities. The purpose of this summary is to provide a review of the literature on RT instabilities with an emphasis on studies that are pertinent to RT instabilities between two solid materials of different bulk density that are formed from settled slurries. A preliminary evaluation of the potential for different gas retention in a sediment layer and gas release from the potential buoyant motion are also discussed, and the results of preliminary experiments that demonstrate RT instabilities due to gas retention are summarized.
In Hanford underground waste storage tanks, a typical waste configuration is settled beds of solid particles beneath liquid layers. The settled beds are typically composed of layers, and these layers can have different physical and chemical properties. One postulated configuration within a settled bed is a less-dense layer beneath a more-dense layer. The different densities can be a result of different gas retention in the layers (Meacham and Kirch 2013) or different degrees of settling and compaction in the layers. Figure 1 .1 depicts a configuration of a settled bed with two layers where the lower layer has a lower density than the upper layer due to a larger amount of trapped gas bubbles. This configuration can experience an RT instability, and Figure 1 .1 also shows a plausible evolution of the interface between the layers as the less-dense material rises into the upper layer. In Hanford waste tanks, a related, but different, buoyancy-driven instability occurs when the sediment bed is less dense than the liquid layer, again due to gas retention in the sediment bed. This instability has been studied extensively (see for example Meyer et al. 1997 , Meyer and Stewart 2001 , Stewart et al. 2005 . These studies include applying theoretical results of RT instabilities in viscous fluids (Meyer et al. 1997) , and the overall results have been applied to managing waste storage in the underground tanks (Weber 2009 ).
2.1

Review of Rayleigh-Taylor Instability
The majority of studies on the RT instability have focused on the behavior of Newtonian fluids. Chandrasekhar (1981) provides a general discussion of the analysis of RT instabilities, including results for inviscid fluids, viscous Newtonian fluids, and the stabilizing effect of surface tension. Detailed reviews on this instability are given by Kull (1991) and Sharp (1984) . A typical result from the analysis of the RT instability is an expression for the growth rate of small sinusoidal disturbances, or perturbations, in the interface position for arbitrary wavelengths. The wavelength of the fastest growing disturbance is of particular importance because this represents the most unstable mode. A second useful result is the cutoff wavelength, should one exist, where wavelengths shorter than the cutoff have disturbances that decay with time indicating that the interface is stable for these wavelengths.
While RT instability of fluid/fluid interfaces is well known, and there are a large number of studies reported in the literature for the fluid/fluid problem, the instability also occurs at solid/fluid and solid/solid interfaces but these configurations have received much less attention. For RT instabilities at solid/fluid interfaces, the first theoretical study was given by Miles (1966) and the first experimental study demonstrating the growth of disturbances was presented by Barnes et al. (1974) . These initial studies on solid/fluid interfaces showed that the growth of disturbances depends on the dynamic yield strength of the solid and that wavelengths below a critical value are stable. The experiments by Barnes et al. (1974 Barnes et al. ( , 1980 were conducted using explosions to accelerate metal plates with the acceleration being in the range of 10 9 m/s 2 .
A number of studies have been reported since these original investigations. Terrones (2005) provides a brief review of the available literature on theoretical and experimental studies of RT instabilities at solid/fluid and solid/solid interfaces and other recent summaries are given by Terrones (2007) and Piriz et al. (2005 Piriz et al. ( , 2009 ). The majority of the studies discussed are focused on solid/fluid interfaces. As summarized by both Terrones (2007) and Piriz et al. (2009) , the interest in RT instabilities in solid/fluid and solid/solid interfaces includes studies of metals accelerated by gases from high explosives, vaporization of polymers by lasers, ion beam irradiation implosions, and magnetic implosions. For these systems, the accelerations are as high as 10 11 m/s 2 (Terrones 2005 , Piriz et al. 2005 ).
The first analysis of RT instabilities at solid/solid interfaces was given by Terrones (2005) and additional studies have since been reported by Terrones (2007) and Piriz et al. (2005 Piriz et al. ( , 2009 . Terrones (2005) gives a particularly useful result which is an analytical relationship for the cutoff wavelength where all disturbances shorter than this wavelength are stable:
where G 1 and G 2 represent the shear moduli for the two materials, ρ 1 and ρ 2 are the densities, and a is the acceleration. Terrones (2005) also provides the relationship for a solid/fluid interface derived by previous authors:
Both Equations (2.1) and (2.2) show that the cutoff wavelength increases with increasing shear modulus and increases with decreasing density difference. While these studies have been focused on RT instabilities in metal plates and at very high accelerations, the RT instability can also occur in weak solids under the influence of gravitational acceleration. Epstein (2002) gives the first discussion of the RT instability for a weak solid representative of waste slurries under gravitational acceleration. In this work, a relationship for the onset of the instability that is similar to Equation (2.1) was developed for the configuration of a weak solid above a gas layer of negligible density. Epstein used the original theoretical work of Miles (1966) , together with theoretical arguments, to develop an equation for the cutoff wavelength with an unknown constant. He then used the original experimental results from Barnes et al. (1974) for plate accelerations of ~10 9 m/s 2 to estimate the constant. The result of this analysis was the following:
where τ 2 is the yield stress and ρ 2 is the density of the weak solid (in subsequent use of this result, shear-strength values from vane measurements were used for τ 2 ). Note that the form of Equation (2.3) is equivalent to that of Equations (2.1) and (2.2) from Terrones (2005) with a different constant and using the yield stress rather than the shear modulus to represent the mechanical properties of the solid. Epstein (2002) then assumed that the longest-wavelength disturbance that could grow in a cylindrical vessel could be estimated as the vessel diameter D, so λ c ~ D, giving the following stability criterion by rearranging Equation (2.3):
The dimensionless group in Equation (2.4) is commonly called the gravity yield parameter Y G and the stability criterion is Y G = 1/12π = 0.027. For Y G below the criterion a configuration is unstable, and at Y G values above the criterion the configuration is stable. Epstein and Gauglitz (2010) tested the validity of Equation (2.4) with a series of experiments using kaolin clay slurries with shear-strength values ranging from 38 to 1600 Pa and cylindrical vessels with diameters ranging from 1.7 to 45 cm. This study also used two different experimental methods. The experimental results supported the scaling given by the dimensionless gravity yield parameter, and the experimental value for the criterion was the following: = 0.09 (2.5) Epstein and Gauglitz (2010) reported additional results for vessel geometries that were not cylindrical and Gauglitz et al. (2010) summarizes studies with additional simulants and a range of layer depths.
The result from Terrones (2005) given by Equation (2.1) can be written in form similar to Equation (2.4) and used as a criterion for instability in systems where both the upper and lower regions are solids and the acceleration is due to gravity:
This result uses the shear moduli of the elastic materials rather than the yield stress used in Equation (2.4). Wells et al. (2010a Wells et al. ( , 2010b have reported shear-modulus and shear-strength results for two simulants designed to mimic Hanford waste. The relationship between shear modulus and shear strength was also provided for kaolin and bentonite clay simulants. For these simulant materials, the shear modulus was higher than the shear strength and the magnitude of the difference, which varied from about 2 to 1200, depended on the method used for making the measurements and the simulant (Wells et al. 2010b) . For the purpose of modifying Equation (2.6), the shear moduli in Equation (2.6) will be estimated as G i ~ cτ i , where τ i is the shear strength and c is an unknown constant, giving the following result for the stability criterion for two solid layers:
The constant for the stability criterion is, again, a theoretical result from the linear stability analysis for infinitesimal disturbances together with an unknown constant c. The experimental result from Epstein and Gauglitz (2010) given by Equation (2.5), even though it was measured for a solid/fluid interface, is probably a better estimate for the expected value of Y G in cylindrical vessels. This assumes that the experimental value for the constant defining the stability boundary with a solid/fluid interface will be similar to a solid/solid interface when the strength of both layers is included as given by Equation 7. Using this experimental result, the stability criterion for an RT instability with two solid layers of different density becomes the following:
where τ 1 and τ 2 are the shear strengths of the two layers. The density difference can be represented in terms of gas void fraction, assuming equal initial densities for the slurry in both layers 1 and 2, as follows:
where ∆α is the gas void fraction difference and ρ s is the slurry density, which is constant in both sediment layers. The stability criterion (Equation (2.8)) together with Equation (2.9) gives the conditions of the onset of an RT instability as a function of the void fraction (difference), the strength and density of the sediment layers, and the vessel diameter. Figure 2 .1 shows the result of using the stability criterion given by Equation (2.8), assuming the strengths of the two layers are the same, together with shear strength and density values for kaolin clay slurries given in Gauglitz et al. (2012) . The different lines represent three smaller vessels that are suitable for small-scale experiments (5, 10, and 23 in. diameter) (0.127, 0.254, and 0.584 m) and a full-scale double-shell tank (DST) with a diameter of 22.9 m (75 ft). These results show that the void difference needed to initiate an RT instability increases with increasing strength. The results also show that, for a given shear strength, the void increase needed to initiate an RT instability decreases with increasing tank diameter. Figure 2 .1 also shows the range of void fraction that can typically be reached in clay simulants as a function of shear strength (Rassat et al. 1998 , Gauglitz et al. 2012 ). In the shaded region, bubble release occurs and a void fraction that high cannot be achieved. The evaluation shows that the smallest vessel shown (0.127 m or 5 in.) will only give an RT instability in lower shear-strength material, but the material is essentially too weak to retain sufficient gas void fraction to initiate the instability. However, 2.4 experimental tests in 0.254 m (10 in.) and larger vessels should be able to demonstrate RT instabilities and gas void fractions that can be achieved.
Figure 2.1. Void Difference Between Two Layers Needed to Induce a Rayleigh-Taylor Instability in
Tanks of Different Diameter Based on Kaolin Clay Properties (the shaded region indicates gas retention values that are higher than can be achieved in experiments.)
The configuration and stability results for two distinct layers are a simplification of the complicated layering that probably occurs in actual tank sediment. The stability criterion shows that smaller density differences (or smaller void differences) tend to make a configuration stable. Conceptually, an interface with a density difference between two layers that is unstable can be made stable by having three layers where the interface between each pair of layers is stable. The literature does not evaluate configurations with multiple layers of different bulk density, and configurations with multiple-layer systems are expected to be more stable than two layers with the same total difference in density as the multiple-layer system. 
Potential for Rayleigh-Taylor Instabilities and Gas Release in Settled Waste Layers
For an RT instability to occur within a waste sediment bed there must be a sufficient difference in the bulk densities of two layers for a lower buoyant layer to overcome the waste strength for the longest wavelength that can occur in the sediment bed. The bulk density includes the contribution from retained gas. As discussed by Meacham and Kirch (2013) , one postulated scenario is having a higher gas retention in a lower layer and thus a lower bulk density than a region above (see Figure 1 .1). A brief assessment of the potential for this postulated configuration is given below.
Should a waste layer within a sediment bed be unstable and begin to rise as shown in Figure 1 .1, some fraction of the retained gas will probably be released. The magnitude of the release is likely to depend on the waste properties, in particular the rheology of both the buoyant lower layer and the upper layer. A brief assessment of the physical mechanisms affecting the gas release is also given below.
Potential for Waste Layers with Different Gas Retention and Bulk Density
The postulated mechanism for having higher gas retention in a lower layer is based on an evaluation of channel formation in sediment layers when gas generation is occurring. The channels are described as pathways filled with water and gas bubbles that are formed during consolidation of the sediment bed together with gas generation, and the channels have a maximum depth. Van Kessel and Van Kesteren (2002) have summarized observations of a single large-scale test of bubble retention in lake-bottom sediment taken from Ketelmeer in the Netherlands where these channels were observed and have also summarized the development of a model for the observed behavior. Winterwerp and van Kesteren (2004) give an additional summary of these observations and mechanisms, details of the model development are given by Van Kessel (1999) and Crosato (1998) , and Meacham (2010) has discussed how to apply these concepts to Hanford tank waste. Van Kessel (1999) specifically comments that below the maximum channel depth the channels do not contribute to gas release. Van Kessel (1999) further comments that the release of gas from below the maximum channel depth will only occur when the sediment becomes unstable. Van Kessel and Van Kesteren (2002) estimated that the maximum channel depth in the Ketelmeer sediment is about 8-10 m. The large-scale test with Ketelmeer sediment had about 5 m of sediment, so this test could not show a difference in bubble retention behavior above and below the maximum channel depth. For comparison, Meacham and Kirch (2013) have noted that the estimated maximum channel depth for DST waste sludges is between 4.4 and 9.8 m. To date, no experiments have been conducted that are deep enough to observe the potential difference above and below the maximum channel depth. Gauglitz et al. (2012) studied gas retention behavior in kaolin clay simulants and conducted tests with sediment depths up to 1.5 m. In these tests, the clay simulants had very little consolidation during the time period of gas generation. Accordingly, in contrast to the Ketelmeer sediment tests ( Van Kessel and Van Kesteren 2002) in which water removal was a factor in channel formation, the kaolin clay tests did not have water release during consolidation to contribute to channel formation. In the kaolin clay tests (Gauglitz et al. 2012 ), channels were observed as primary pathways for gas release and the channels were 3.2 gas-filled. Along these gas-release pathways, there were locations where water would block the movement of gas and periodically the gas would displace the water blockage and flow.. For the gas-filled channels observed by Gauglitz et al. (2012) , it is not clear if the model for the maximum channel depth given by Van Kessel and Van Kesteren (2002) , which assumes a hydrostatic pressure from water within the channel, should represent the channel behavior. In a separate study, Gauglitz et al. (2010) have conducted tests to measure the depth of open gas channels for different simulants, and the measured depth was 12 cm for 55 wt% kaolin. For the bubble retention tests where gas-filled channels were observed, the kaolin concentration was 55 wt%, the shear strength was 680 Pa, and the initial sediment depth was 0.8 m (Gauglitz et al. 2012) . Accordingly, the test with an initial sediment depth of 0.8 m was much deeper than the measured depth of an open gas channel for this simulant. In the observations of gas retention (Gauglitz et al. 2012) , there was no apparent difference in bubble retention above and below the depth corresponding to the open-channel depth. What was observed was periodic motion of gas bubbles along pathways that became established and were channels for gas release. The established pathways appeared to extend below what can be estimated to be the maximum depth of an open gas channel.
In summary, the observations of Gauglitz et al. (2012) show channel formation for gas release pathways, in agreement with Van Kessel and Van Kesteren (2002) . The results show similar gas retention above and below the depth of an open gas channel, but it is not yet clear if this measure depth is appropriate for evaluation of the observed bubble retention behavior. Additional studies might confirm or refute if the postulated increase in gas retention below a maximum channel depth does not occur.
Examples of Waste Layers with Different Gas Retention and Bulk Density in Hanford Tanks
While the observations of Gauglitz et al. (2012) suggest that bubble retention is the same above and below the maximum channel depth, other factors may cause gas retention to vary with depth in a sediment layer. As an example, the in situ gas void fraction was measured in a number of the Hanford tanks, and the void fraction increases with depth (tanks SY-103 and AN-104 are examples) for a number of tanks (Stewart et al. 1996a ).
Data are available for gas void fraction and slurry density (degassed) for a number of DSTs and single-shell tanks (SSTs). These data were used with the following equation to estimate the bulk density (including the retained gas) as a function of depth for selected tanks:
where ρ b is the density of the slurry with gas, α is the gas void fraction, and ρ s is the density of the degassed slurry (this assumes the gas density is much lower than degassed slurry density). Figure 3 .1 and Figure 3 .2 show the estimated slurry density with gas for the sediments in DST AN-105 and SST S-106. The slurry density with gas estimates are made using simple linear and polynomial fits to the degassed slurry density and gas void fraction with depth. AN-105 has a deep supernatant liquid layer, has exhibited large gas release events (Hedengren et al. 2000) , and is shown to have decreasing density with depth, which is a potentially unstable configuration. S-106 did not have a supernatant layer, has exhibited no gas release events (Hedengren et al. 2001) , and is shown to have increasing density with depth, which 3.3 is a stable configuration. Conversely, SST U-103, also with no supernatant layer, has had numerous gas release events (Hedengren et al. 2001) , but the estimated slurry density with gas also increases or is relatively constant with depth, which is a stable configuration, as shown in Figure 3 .3. Thus, tank farm data demonstrate that there is a potential for instabilities due to density differences, but there may be no clear correlation between the potential for RT instabilities and the observed gas release behavior. Slurry Density with Gas (g/mL) Height from Tank Bottom (cm) U-103 3.5
Potential for Gas Release from Buoyant Sediment Motion
If an RT instability were to occur within a sediment layer, the motion of a lower buoyant layer may allow some of the retained gas bubbles to move through the sediment and be released. It is also possible that the buoyant layer may retain sufficient gas that sediment is buoyant in the liquid layer above the sediment. In this situation, the buoyant motion through the liquid layer will also contribute to the release of retained gas. Both of these scenarios are depicted in Figure 3 .4. The amount of gas that can be released from the induced motion is likely to depend on the shear strength of the material and the buoyant potential energy available to shear the bubbly sediment. Previous studies have observed these effects for sediment layers that are buoyant in the liquid above (Stewart et al. 1996b ) and models have been developed to quantify the amount of sediment shearing, and hence gas release, that occurs in different configurations (Meyer et al. 1997, Meyer and . While the magnitude of gas release from the potential buoyant motion within a sediment layer should decrease with increasing yield stress, there are no data to support this anticipated behavior.
4.1
Experiments
Hanford waste storage tanks have large diameters (typically 75 ft, 22.9 m) and often contain strong sludge (e.g., ~1000 Pa shear strength) (Meacham 2010) . Scoping experiments with relatively weak kaolin clay slurries were conducted so that the postulated RT instability resulting from a lower-density and higher gas-fraction waste stored beneath a higher density waste could be investigated in a small, laboratory bench-scale vessel (see Equation (2.8)). In this section, the experimental method and materials and the test conditions used in two RT instability scoping experiments are presented. The results of these tests are then described in detail; finally, the results are compared to model predictions of the RT instability.
Experimental Method and Materials
Two RT instability scoping experiments were completed using kaolin clay-deionized water slurries of different solids mass fractions, shear strengths, and bulk densities. In each scoping test, a bottom layer of blue-dyed slurry containing a small mass fraction of liquid hydrogen peroxide (H 2 O 2 ) to generate oxygen (O 2 ) gas (and water) was covered by a middle layer of naturally colored kaolin slurry and a top layer of supernatant water. Initially, the two slurry layers had nominally identical solids mass fraction, shear strength, and density. It was planned that the density of the bottom layer would be reduced during the course of the experiment as a result of H 2 O 2 decomposition and the retention of O 2 gas bubbles (voids). The kaolin slurries in each scoping test were prepared similarly. Kaolin and water were mixed by hand or with a power mixer late the afternoon before the test, allowing the kaolin to hydrate overnight. Water was withheld from the premixed dyed-kaolin slurry so that the required amount of 3 wt% H 2 O 2 solution and its bulk water could be added just before the experiment, bringing the slurry to the target kaolin mass fraction. Both the dyed and natural kaolin slurries were remixed prior to loading in the test vessel. A concentrated form of blue dye was used, and its mass fraction in the slurry, <0.1 wt%, was effectively negligible.
Bulk density of the slurries was calculated (estimated) from the masses (or mass fractions) and densities of individual slurry components, as described, for example, in Gauglitz et al. (2010) for kaolin slurries. Consistent with this previous work, a kaolin solid density of 2.65 kg/L (2650 kg/m 3 ) and a room-temperature water density of 0.998 kg/L (998 kg/m 3 ) were used in the calculation of bulk density. The shear strength of the kaolin slurry was estimated, as a function of kaolin mass fraction, from a previously established correlation (see the equation in Figure 3 .1 of Gauglitz et al. (2010) ). The mass fraction of kaolin and the calculated slurry density and shear strength in both slurry layers of the two scoping tests are shown in Slurry layers and a supernatant water layer were loaded in a 10 in. (0.254 m) inside-diameter vessel. The clear plastic, flat-bottom vessel (without fins) is identical to that used by Gauglitz et al. (2010) . A clear plastic ruler with 1 mm demarcations was affixed to the outside of the vessel and zeroed at the internal bottom of the vessel. The vessel was loaded in the following manner. The blue-dyed slurry was added to the bottom of the vessel and settled/smoothed to provide a nominally flat surface, at which point the slurry level was measured and recorded. The second natural-kaolin slurry layer was added to a depth approximately equal to that of the first layer, taking care to minimize disturbance of the bottom dyed 4.2 slurry. The total depth of slurry after flattening was again noted. Finally, the supernatant water was added and the total depth recorded. The depth of each layer was obtained by difference of the totals recorded during the filling process, and the volume of each layer was estimated from the measured layer depths and the calculated vessel cross-section. The layer depths and volumes are shown in Table 4 .1. Slurry depths ranged from 13 to 15 cm (0.13 to 0.15 m), the water depth was 8 to 9 cm (0.08 to 0.09 m), and the total depth was consistently 36 cm (0.36 m). Figure 4 .1 (left) is indicative of the difficulty in layering the relatively weak slurry (~15 Pa shear strength). Addition of the natural-kaolin slurry significantly disturbed the originally flat dyed-kaolin slurry, despite the care taken to prevent such. This is evidenced by the streaking of blue clay up into the natural clay layer along the vessel wall. In part due to the nonuniformity in the slurry interface, retained gas volumes during the experiments were determined by tracking the water surface level.
Tripod-mounted digital video cameras (Edmund Optics, EO-1918C CCD) were located to one side and above the top of the vessel, and images were recorded at one frame per second throughout the tests. The side-view camera was positioned to read the affixed ruler. Level data were taken from these images post-experimentally, typically at a 1 mm resolution, corresponding to ~0.7 vol% increments in retained gas based on the initial volume of the bottom slurry layer,.
The absolute pressure at mid-depth of the bottom layer, ~1.034 atm (~1.048 × 10 5 Pa) in both tests, was calculated from layer depths and densities, assuming an atmospheric pressure of 1.0 atm (1.01325 × 10 5 Pa). The difference in pressure from the mid-depth of the bottom layer to the water surface at atmospheric pressure is indicative of the average gas volume expansion, ~3.4 vol%, should bubbles rise to the water surface. Also of interest in assessment of potential gas release mechanisms is the retained gas volume fraction in the slurry required for it to become neutrally buoyant in the supernatant liquid (e.g., water). Neglecting bubble expansion due to the pressure differential, the estimated retained gas fractions of the bottom slurry layers at neutral buoyancy in water are 21.9 and 24.6 vol% in Tests 1 and 2, respectively. Sufficient hydrogen peroxide was added to the slurry in the bottom layer of each experiment that >50 vol% of O 2 could be generated in the layer, if all gas was retained, and therefore, neutral buoyancy in water was possible. The absolute pressure at depth and the gas fraction at neutral buoyancy are also summarized in 
Scoping Test Results
The results of the two RT instability scoping tests using kaolin slurries of different shear strengths are described below. The start of a test, elapsed time (ET) zero, was correlated to the clock time when addition and stabilization of the supernatant water layer was completed. The absolute value of ET is not important in the interpretation of the results, although any retained gas at ET 0 due to decomposition of hydrogen peroxide in the bottom slurry layer from the time of addition would not be accounted for. Considering the relatively slow rate of gas generation, as shown below, the initial retained gas fraction is assumed to be negligible. For these scoping tests, there was about a 30 min delay between the initial addition of the hydrogen peroxide and the initial water level measurement for tracking the increase in retained gas. The volume of gas retained during an experiment was determined from the change in water level referenced to the condition at the start of the test. In turn, the retained gas volume fraction in the bottom kaolin slurry layer was calculated from the measured gas volume and the initial volume of the dyed slurry. Likewise, the density of the bottom slurry layer was calculated from the initial density and volume of slurry and the measured volume of retained gas (neglecting the mass of O 2 gas).
Scoping Test 1: ~15 Pa Shear Strength
The two layers of kaolin slurry in the first scoping test each had an initial shear strength of ~15 Pa and density of ~1.28 kg/L, as discussed in Section 4.1. For this test, the expected density of the kaolin layer at the onset of instability should be less than the water layer, and the expected motion should follow what is shown in the left-hand picture of Figure 3 .4. In Figure 4 .2, the left axis shows the volume fraction of retained gas in the bottom slurry layer during the test and the right axis shows the slurry density. After an initial lag of ~100 min, the figure shows a nearly linear increase in the volume fraction of retained gas. Movement of the slurry was detected at the vessel wall at an ET of ~370 min and a retained gas fraction of ~5 vol%. The event is marked in Figure 4 .2 as the start of the instability. The volume of retained gas remained constant for a period of ~80 min after the first minute of the instability event, beyond which the volume fraction of retained gas continued to increase almost linearly, as shown in Figure 4 .2. The period of constant gas fraction is consistent with a balance between the rate of gas generation and gas release. Additional instability events were recorded, but they are not depicted in Figure 4 .2 and are not discussed further, as they are not pertinent to the assessment of the initial RT instability event. 4.6
In motion, the top-view video recording shows a low-amplitude wavelike (large wavelength relative to the vessel diameter) disturbance of the water layer from a few seconds before to the defined start of the instability event. This is shown by the difference in reflected light in images A (ET −2 sec) and B (ET 0) of Figure 4 .4. Detectable slurry movement initiated on the right side of the vessel (~11 to 12 o'clock in top view) at the start of the event and can be seen more clearly in side-view images C and D (ET 12 and 13 sec). Motion of the upper slurry surface progressed to the center and left of the vessel as shown in the rise of slurry in side-view images E and F (ET 14 and 15 sec) while the right-side surface subsided. Side-view images F to H (ET 15 to 22 sec) show that the supernatant water was significantly clouded by the ejection and settling of natural and dyed clay particulate. However, the top-view images B to H (ET 0 to 22 sec) show a very small gas release associated with the event as evidenced by the number of bubbles (small pock marks) and the development of an associated wet foam that covers a small fraction of the surface. Images at ET 63 and 72 sec (I and J) depict the rise and fall of small gob of dyed slurry (a few centimeters across; far right of side view and ~11 o'clock in top view). This suggests that the dyed clay migrated through or was exposed by movement of the natural clay at some time, and that the local gas fraction was sufficiently large to make the gob neutrally buoyant in water.
Both the level measurements and visual data show that there is no significant gas released during the event. In fact, the level data suggest that the volume fraction of retained gas increased slightly from just before to just after the start of the event, as shown in Figure 4 .3. (The change is on the order of the resolution of level measurements.) An increase in gas volume is consistent with bubble rise and expansion. As discussed in Section 4.1, the maximum volume expansion due to reduction in hydrostatic pressure is expected to be 3.4% of the retained gas volume. For a retained gas fraction of ~5 vol%, the maximum volume increase would therefore be ~0.2 vol%. Such expansion could in part explain the apparent increase in the volume of retained gas around the instability event. Figure 4 .3 shows that ~5 vol% gas was retained at the start of the instability event. The corresponding calculated bulk density of the dyed bottom layer is ~1.22 kg/L (1220 kg/m 3 ), well above neutral buoyancy in water, which would have required ~22 vol% retained gas (Table 4 .1). Therefore, the observed instability cannot be defined (in total) as a conventional buoyant displacement gas release event.
Rather, movement of the slurry layers in Scoping Test 1 is consistent with an inversion of the original bottom dyed slurry layer, in which gas bubbles are retained, and a denser natural-kaolin slurry layer above it. Substituting Equation (2.9) into Equation (2.8) and solving for gas void fraction (α) gives an estimated retained gas volume fraction of ~10 vol% for a postulated RT instability for the initial conditions in Test 1. While the retained gas fraction at the start of the instability was lower, an RT instability cannot be dismissed given the uncertainty in the instability model and other factors. For example, the initial irregularity in the interface of the two slurry layers in Test 1 could reduce the retained gas fraction needed to become unstable. Also, the shear strength of the bottom layer could decrease with increasing retained gas volume fraction, as was previously reported for bentonite clay/water slurries (Gauglitz et al. 1995) . 
Scoping Test 2: ~32 Pa Shear Strength
In Scoping Test 2, the kaolin slurry layers had initial shear strength of ~32 Pa and density of ~1.32 kg/L, as discussed in Section 4.1. For this test, the expected density of the kaolin layer at the onset of instability should exceed the water layer, and the expected motion should follow what is shown in the right-hand picture of Figure 3 .4. In Figure 4 .5, the left axis shows the volume fraction of retained gas in the dyed, bottom slurry layer during Test 2 and the right axis shows the slurry density. Unlike the first scoping test, there is no apparent lag preceding a steady increase in the volume fraction of retained gas. Movement of slurry signaling the onset of instability was detected visually at an elapsed time of ~800 min after the start of the test and at a retained gas fraction in the bottom slurry layer of ~27 vol%., as shown in Figure 4 .5. Figure 4 .6 provides a more detailed view of the volume fraction of retained gas and slurry density in the period surrounding the initial instability event (elapsed time 0 in this figure) . Following the start of the instability event, the water surface level increased slightly and then held steady for a couple of minutes before gas release was detected. As noted in the discussion of Scoping Test 1, the initial level increase could be due in part to bubble rise and a maximum expansion of ~3.4% of the retained gas volume due to reduced hydrostatic pressure. For a retained gas fraction of ~27 vol%, the maximum increase due to expansion would be ~0.9 vol%. .6 shows that ≤1 vol% of gas was released from the bottom slurry layer during and in the six minutes after the initial instability. However, Figure 4 .5 indicates subsequent episodic releases of 3 to 5 vol% interspersed with periods of gas retention and level growth. These additional events are not discussed further, as they are not pertinent to the assessment of a possible initiating RT instability. Figure 4 .7 shows a progression of top-and side-view video camera images from the start of the initial instability event and the ~6 min following. Like Scoping Test 1, the alphabetic labels and corresponding time markers in the event detail plot, Figure 4 .6, are keyed to images shown in Figure 4 .7. Again, the ruler affixed to the side of the vessel is at ~one o'clock in the top-view images.
In Scoping Test 1, slurry motion along the vessel wall was the primary indicator of the onset of instability, whereas changes in the top view of the supernatant water surface and the slurry below it were more subtle. The primary indicator for the start of instability in Scoping Test 2 is reversed. Top-view images in Figure 4 .7 show an apparently flat natural-kaolin surface (through hazy water) in image A (ET 0), a submerged, centrally located slurry dome in image B (ET 1 sec), and a mass of bubbly clay floating on the water surface with a perimeter of water between the floating mass and the vessel wall in image C (ET 2 sec). The primarily natural kaolin coloration of the slurry plume in the image C top view is thought to be due to entrainment of a thin natural clay "film" by the blue-dyed clay as it rose to the surface. This is supported, in part, by the image C side view in which dark colored gobs and swirling solids are observed. The cloud of non-floating dark solids in the water layer of side-view image C settled substantially 10 to 15 seconds later (image not shown), taking on an appearance similar to that in sideview image D (ET 43 sec, 0.72 min). Side-view image D also shows the development of large cracks (openings) in the natural-kaolin layer. These cracks started to become visible at an elapsed time of ~25 sec (0.42 min; image not shown) and continued to image E (ET 62 sec, 1.03 min) and beyond. Viewing the process in video motion shows that the formation of openings is due to sloughing of clay slurry off the walls, not expansion due to gas bubbles. Presumably a relatively thin layer of residual clay along the wall sloughed into a depression in the center of the slurry layer left by the mass of floating slurry. Completion of the sloughing process resulted in a condition similar to that shown in image F (ET 120 sec, 2.0 min). Also note that there is little change in the appearance of the floating layer in images D to F. Corresponding to images A to F of Figure 4 .7, Figure 4 .6 indicates that negligible gas volume was released in the first two minutes after the start of the instability. Start of Instability Event 4.14 However, in the time frame spanned by images G (ET 213 sec, 3.55 min) to J (ET 311 sec, 5.18 min), gas release was detected in level measurements and noted visually. This sequence of images, G to J, shows: a) dark gobs rising and the formation and movement of a dark cloud in the water layer; b) gas bubbles releasing from the water surface (e.g., ~7 o'clock in the top-view images); c) movement of the floating slurry in a direction from ~7 o'clock to ~1 o'clock; and d) most significantly, fracturing of the floating plume between ~7 o'clock and ~2 o'clock and opening of a water-filled channel. Note that the freshly exposed surface along the fracture is primarily dyed slurry, supporting the hypothesis that the natural kaolin previously viewed on the surface was a thin entrained film. Figure 4 .7. In contrast to Scoping Test 1, buoyant displacement cannot be readily dismissed as the possible basis of the initial instability in Scoping Test 2. However, possible initiation by RT instability is not automatically disqualified either. As was done for Scoping Test 1, substituting Equation (2.9) into Equation (2.8) and solving for gas void fraction gives an estimated retained gas volume fraction of ~22 vol% for a postulated RT instability for the initial conditions in Test 2. While the measured value at instability (27 vol%) and the value estimated for neutral buoyancy in water (25 vol%; Section 4.1) were higher, an RT instability cannot be dismissed given the uncertainty in the instability model and other factors. For example, consider that the change in the lower slurry layer levels did not match the change in water level. This is indicative of wall effects hindering the uniform rise of the slurry layers as gas was retained and suggests expansion of slurry more centrally in the vessel, resulting in doming. See, for example, images A to F of Figure 4 .7 and the discussion thereof. These wall effects and the associated doming could functionally reduce the vessel diameter. To compensate for a reduced effective diameter, higher retained gas volume fractions would be needed to initiate an RT instability per Equation (2.8).
Comparison of Test Results to Rayleigh-Taylor Instability Model
In this section, the results of the two scoping tests in a 10 in (0.254 m) diameter vessel are compared to model predictions for the postulated onset of an RT instability for slurry layers of different density. As discussed above, instability in Scoping Test 1 (~15 Pa shear strength and ~1.28 kg/L initial density) was detected at a retained gas volume fraction of ~5 vol% in the bottom layer of kaolin slurry, whereas the predicted gas fraction necessary to reduce the density to initiate an RT instability is ~10 vol%. Likewise, instability in Scoping Test 2 (~32 Pa shear strength and ~1.32 kg/L initial density) was observed at a retained gas volume fraction of ~27 vol% compared to a predicted gas fraction of ~22 vol%. The experimental results and the RT instability model predictions are shown in Figure 4 .8. The figure also shows the retained gas volume fraction in slurry necessary to obtain neutral buoyancy in water for kaolin slurries of varying solid mass fraction, density, and shear strength. Figure 4 .8 shows reasonable agreement between the experimental results and model predictions, considering the preliminary nature of the scoping tests and uncertainties in the model. For Test 1, the early onset of the instability (~ 5 vol% gas rather than the predicted onset at 10 vol%) may be partly due to the irregularity in the interface between the two slurry layers when the test vessel was loaded and the experiment started.
For additional information on Figure 4 .8, see the discussion of Figure 2 .1 from which it was substantially derived. Unlike the basis figure, Figure 4 .8 only includes curves for the 10 in. test vessel and a 75 ft (22.9 m) diameter Hanford waste storage tank. In the first scoping test, the target retained gas 4.15 volume fraction (void difference) of ~10 vol% at instability was chosen to match a Hanford tank with waste having a shear strength of a few thousand Pa. 
Summary and Conclusions
The purpose of this summary is to provide a review of the literature on RT instabilities with an emphasis on studies that are pertinent to RT instabilities between two solid materials of different bulk density that are formed from settled slurries. The potential for different gas retention in a sediment layer and gas release from the potential buoyant motion are also discussed and the results of preliminary experiments that demonstrate RT instabilities due to gas retention are summarized. The key conclusions are the following:
• The literature has useful theoretical and experimental results for estimating the void (or bulk density) difference between two layers that will induce the instability within tanks as well as the effects of yield stress and tank diameter. For soft solids such as waste slurries, previous experiments discussed in the literature have only been conducted with a slurry layer above a gas layer.
• The literature does not evaluate configurations with multiple layers of different bulk density. Configurations with multiple-layer systems are expected to be more stable than two layers with the same total difference in bulk density.
• In situ void fraction measurements in Hanford waste tanks, when combined with density measurements of de-gassed samples, identified examples in which the gas void fraction increases with depth, and the bulk density (including gas) decreases with depth, showing that that there is a potential for buoyant motion within waste sediment layers due to bulk density differences.
• Observations of bubble retention in experiments that had gas release pathways, which were generally filled with gas, did not show a noticeable difference in gas retention above and below the depth of an open gas channel. This suggests that a maximum channel depth does not indicate a depth below which there is an increase in gas retention. Additional experiments might confirm this observation.
• The magnitude of gas release from the potential buoyant motion within a sediment layer should decrease with increasing yield stress, and strong sediment layers with buoyant motion may have little gas release, but there are no data to support this anticipated behavior. Experiments and modeling studies could potentially quantify this expected behavior.
• Two scoping experiments were conducted with kaolin clay slurries. The first experiment used a kaolin slurry with a shear strength of about 15 Pa and the second experiment used a slurry with a shear strength of about 32 Pa. Each experiment had two horizontal kaolin layers; hydrogen peroxide was added to the lower layer to generate gas bubbles, and thus reduce the bulk density, over the oneday duration of the experiment. Both experiments demonstrated buoyant motion once sufficient gas retention was obtained to initiate an instability. The gas void fraction required for the onset of the instability increased with increasing shear strength and the void fraction values at onset of instability roughly agree with the stability criterion for an RT instability.
• For both of the scoping experiments, the amount of gas release due to the buoyant motion was small.
